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CAUTION! These units have very strong magnets. If you have a
pacemaker or similar device, DO NOT HANDLE THE PACKAGE OR THE
UNITS!

Have someone else install the units for you. After they are installed, don't
get within 3' of the units - be safe.

Caution: EXTREME PINCHING HAZARD! We strongly suggest wearing
gloves when placing these units! Also, due to the strength of the
magnets, keep metal objects at least 2 feet away from the magnets, as
objects may jump from a surprising distance! Do not let the magnets
come together (except the ice maker units) as the total pulling force is
140 pounds. It is very hard to separate them.

Magnetic Water Conditioner Installation
Installing our units is very easy and does not require tools (if your water lines
are copper or plastic). Place 2 units 6 to 12 inches apart on the cold water line
where it enters the home (before the 1st tee). Below are pictures showing the
steps.

Standard and Large Pipe Units ship with double nuts on the back half -
remove the wing nuts and pull the back half off and set it at least 8
inches from the front It can jump several inches! Note: The piece of
plastic split hose is no longer required and will not be included.



Place front half over pipe as shown. If your pipe is less than 3/4" in
diameter, remove the extra set of nuts,. Then put the back half on, if your
pipe is over 3/4" in diameter the 2nd set of nuts will keep the units apart
and let you slowl lower the back down to the pipe.

Once the back unit is touching the pipe~use the wing nuts to lock the
plates in position - just finger tight. Make sure the pipe is centered
between the magnets.

Galvanized Pipe Note: If you have galvanized pipe, you need to replace a 2-3
foot section of it with copper or PVC pipe to mount the units on. Galvanized
pipe will cause the magnetic force to spread along the pipe, so we can't
recommend installing our units on it.

Hot Water Tank Booster Unit
One magnetic conditioner is installed on the output line of the hot water tank. If
both pipes on the top of the tank feel the same temperature, run the hot water
at a sink for a minute, now the output line should be very warm. This unit will
regenerate the magnetic conditioning force that has been reduced due to heat



and time in the hot water tank. Each (if you have more than 1) hot water tank
needs a unit. Below is a close up of an installed magnetic conditioner on the
output of a typical hot water tank.

Mini Unit
These units are attached to the water pipe or tubing, using the same method
as shown above. As the calciumllime is being dissolved, large calcium chips
could plug up small equipment and restrict flow until the build up is completely
dissolved; clean equipment as appropriate.

.l1li..
After The Installation

Hot water tank
We recommend that you drain 2 to 3 gallons of water
from your tank every 4 weeks until the water runs clear.
This may take several months depending on how much
scale is built up in your tank. After it runs clear, repeat
once every 6 months to 1 year. This is a picture of the
bottom of a typical hot water tank. Attach a garden hose
to the hose bib (garden hose connector) to drain some water.



 

For more details:  www.envirohealthtech.com        or Contact:  928-758-7689 

Magnetic Water Conditioning for Wells 
 
  
Treatment For Home With Pressure Tank  
 
Quite often placing magnetic water softeners on a home that is fed by a well is much the same as a home fed by a 
city water supply. The main difference is a pressure tank is usually placed prior to the 1st tee or split in the cold 
water line. Two of the NEO PLUS magnetic water conditioner units should be placed between the output of the 
pressure tank and the 1st tee (see diagram below). The 3rd unit is placed on the output of the hot water tank.   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Line Splits Between Well and House 
 
If your water line splits or tees before it gets to the house and you want to treat the water where the split runs - add 
2 units prior to the split or tee (see diagram below).  Keep in mind that these units are for copper or PVC pipe. If 
your pipe is galvanized, steel or iron, you need to  
replace a 2'-3' section with PVC or copper for the units.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

For more details:  www.envirohealthtech.com        or Contact:  928-758-7689 

 
To Treat A Long Line From The Well 
 
If your well is 50' or more from your house and you want to treat the pipe, you would place 2 additional units near 
the well. Keep in mind that these units are for copper or PVC pipe. If your pipe is galvanized, steel or iron, you 
need to replace a 2'-3' section with PVC or copper for the units.  
 
Two magnetic water conditioning units are placed on the cold water line where it enters the home. Because you are 
not storing and heating water in a large tank, you do not need a 3rd unit to re-magnetize that water. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Placement for Pools & Spas 
 
 
 



Faucets and Showerheads
When the magnetic water conditioners have been installed for a week or more,
the hard water scale will soften and begin to come out
the faucets. You may have tiny pieces begin to gather in
the faucet aerators. Simply remove the aerator and flush
backwards with water. Showerheads should slowly begin
to have increased flow if they had calcium buildup. To th
right is a picture showing aerator removal.

What You Should Expect

Your satisfaction is very important to us. Your water should taste
better and feel smoother in the first day or two. The more water
you use, the more you will notice the effects of the magnetic
treatment. But, it won't feel like salt softened water. What it will
do is reduce the negative effects of hard water.
In a few days, your skin should feel better and your hair should
be more manageable. After cleaning a sink, bath tub, or shower you should
find that they will not only be easier to clean the next time, but they should not
require cleaning as often.
Note: In some cases the scale will come back hard once after the first cleaning
due to Calcium scale being removea from your pipes~ Afterthat, it sliould be a-
softened buildup that removes much easier.
When the magnetic water conditioners have been installed for a week or more,
the hard water scale will soften and begin to come out the faucets. You may
have tiny pieces begin to gather in the faucet aerators. Simply remove the
aerator and flush backwards with water. Showerheads should slowly begin to
have increased flow if they had calcium buildup.
Removing years of scale from your pipes and hot water tank will take longer.
That is why we (and most magnetic water treatment companies) ask you to let
them work for 90 days --to be able to geUhefull benefit ofthe units.

If, after a few weeks, you are not experiencing any of the results listed above,
please e-mail or call us. Your satisfaction is very important. We have come
across many different situations with hard water scale problems over the
years. Most of those can be solved, and we want to hear from you if you have
any questions at all.
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